
ISOLATOR ROW ISOLATOR ROW

10

10

10

10

10

10

10

10

10

10

10

10

NEW IRRIGATION

CONTROLLER: 100

STATION, 2 WIRE

DECODER SYSTEM

1"

1-30
Drip

-

1"

1-15
Drip

-

POINT-OF-CONNECTION (P.O.C.)FOR

NEW MAINLINE AT EXISTING VAULT

1

1

2

3
3

4

2

2

3

3

11 "

4

1"

1-16
17

-

1"

1-8
Drip

-

1"

1-9
12

-
1"

1-10
9

-

1"

1-14
Drip

-

1"

1-13
Drip

-

1"

1-12
Drip

-

1"

1-31
Drip

-

1-1/2"

1-32
35

-

1-1/2"

1-23
51

-

1"

1-24
20

-

1-1/2"

1-25
51

-

REPAIR LATERAL PIPE AND

REPLACE SPRINKLER AFTER

SANITARY SEWER INSTALLATION

REPAIR EXISTING 1-INCH

PVC LATERAL PIPE AND

REPLACE SPRINKLER

IMMEDIATELY AFTER

SANITARY SEWER

INSTALLATION.

COORDINATE WITH

SANITARY SEWER

CONTRACTOR TO MARK

EXISTING HEADS AND

PROTECTING EXISTNG

LATERAL PIPE TO BE

REUSED.  USE PVC SCH

40 SOLVENT WELD

REPAIR FITTINGS AND

CL 200 MAINLINE PIPE

TO REPAIR.

11 "

4 11 "

4

1"

1-11
Drip

-

2"

2"

11 "

2

11 "

4

11 "

4

11 "

4

11 "

4

2"

2"

11 "

2

11 "

2

11 "

4

11 "

4

11 "

2

11 "

4

11 "

4

10

11 "

2

2"

2 1 "

2
2 1 "

2

Anderson Engineering of Minnesota, LLC
906CM3009

5-13-2011
REPLACE ADMINISTRATION AND
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